
Vertical Alignment Review Report 

Report Created:  3/26/2009 
Time:  2:28pm 

Project:  SPB Proposed
Description:  Proposed SPB Alignments

File Name:  L:\45647\Civil\Design\Inroads\alg (Geometry)\SPB.alg
Last Revised:  etevans 3/26/2009 10:08:28 AM
Input Grid Factor:  1.00000000 Note:  All units in this report are in feet unless specified otherwise. 

Horizontal Alignment: Dallas-W
Horizontal Description:

Horizontal Style: Default
Station Elevation

Vertical Alignment: Dallas-W
Vertical Description:

Vertical Style: Default
 
Element: Linear

POB 10+00.000 20.300
PVI 10+30.000 19.971

Tangent Grade: -1.097%
Tangent Length: 30.000

 
Element: Linear

PVI 10+30.000 19.971
PVI 10+70.000 19.134

Tangent Grade: -2.093%
Tangent Length: 40.000

 
Element: Linear

PVI 10+70.000 19.134
PVC 11+03.000 18.285

Tangent Grade: -2.574%
Tangent Length: 33.000

 
Element: Symmetrical Parabola

PVC 11+03.000 18.285
PVI 11+58.000 16.869

PVT 12+13.000 16.525
Length: 110.000

Entrance Grade: -2.574%
Exit Grade: -0.626%

r = (g2 - g1) / L: 1.770
K = l / (g2 - g1): 56.491

Middle Ordinate: 0.268
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Element: Linear

PVT 12+13.000 16.525
PVI 12+45.000 16.324

Tangent Grade: -0.626%
Tangent Length: 32.000

 
Element: Linear

PVI 12+45.000 16.324
POE 12+50.000 16.343

Tangent Grade: 0.369%
Tangent Length: 5.000
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